
DWV32/SS 36.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV40/SS 43.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV50/SS 56.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV65/SS 69.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV80/SS 82.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV100/SS 110.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV100/SS 110.0 M12 30 x 3.0mm 304L 11.84kN 1206kg

DWV150/SS 160.0 M12 30 x 3.0mm 304L 11.84kN 1206kg

DWV32/SS/RL 36.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV40/SS/RL 43.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV50/SS/RL 56.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV65/SS/RL 69.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV80/SS/RL 82.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV100/SS/RL 110.0 M10 18 x 2.0mm 304L 6kN 611kg

DWV100/SS/RL 110.0 M12 30 x 3.0mm 304L 11.84kN 1206kg

DWV150/SS/RL 160.0 M12 30 x 3.0mm 304L 11.84kN 1206kg

Please see our accessories section for a complete range of threaded rod and 

backing plates to go with this product range.

DOUBLE BOSS SUPPORT SYSTEMS

DWV PVC SIZES

POLISHED 304L GRADE

MADE IN NZ

PRODUCT CODE
∅        
mm

THREADED 

BOSS

WIDTH / 

THICKNESS mm

STAINLESS STEEL 

GRADE
CERTIFIED WORKING LOAD

PRICE
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Made from Swedish Stainless Steel

Support multiple pipes of the same or different size using our double boss 

pipe clamp. Ideal for confined spaces or in any situation even combine our 

conduit sizes into this system.

PRICE

DWV STAINLESS STEEL 

RUBBERLINED CLAMPS

304L GRADE

PRODUCT CODE
∅        
mm

THREADED 

BOSS

WIDTH / 

THICKNESS mm

STAINLESS STEEL 

GRADE
CERTIFIED WORKING LOAD

A SAFETY FACTOR OF 2.5 IS INCLUDED IN THE WORKING LOAD. © COPYRIGHT RICHARD JACKSON 2017 PAGE 23
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